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(FILL SLOPE)

FILL MATERIAL TO BE COMPACTED AT 8” LIFTS
TO 95% MAXIMUM DRY DENSITY @ + 2-5Z%
OPTIMUM MOISTURE CONTENT 8FT DEEP
WITHIN MINING AREA & 2FT DEEP IN
NON—MINING AREA.

L

NOTES:
MOISTEN SCARIFIED SURFACE @ 0.75 GAL/SY PRIOR TO APPLYING LIQUID MAGNESIUM

]

2
9

CHLORIDE SOLUTION.
MAGNESIUM CHLORIDE SOLUTION TO BE APPLIED SUCH THAT APPROXIMATELY 1.5
DRY SOLIDS APPLIED PER SQUARE YARD.

POUNDS OF

EARTH FILL MATERIAL TO MEET SECTION 3.6 OF COUNTY STANDARDS & SPECIFICATIONS FOR

DESIGN & CONSTRUCTION DATED 9/22/97.

TYPICAL ROADWAY SECTION
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NOT TO SCALE

RIGHT—OF =WAY

TO CATCH POINT
(FILL SLOPE)

FILL MATERIAL TO BE COMPACTED AT
8" LIFTS TO 95% MAXIMUM DRY
DENSITY @ + 2-5% OPTIMUM
MOISTURE CONTENT 8FT DEEP
WITHIN MINING AREA & 2FT DEEP

IN NON—MINING AREA.
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TOP 3” SCARIFIED & TREATED |_  12.00° 12.00° : S
WITH LIQUID MGCL SOLUTION, 6” THICK WELL GRADED |
THEN COMPACTED WITH GRAVEL ROADWAY z
PNEUMATIC ROLLER &
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NOTES:

1. MOISTEN SCARIFIED SURFACE @ 0.75 GAL/SY PRIOR TO
APPLYING LIQUID MAGNESIUM CHLORIDE SOLUTION.

2. MAGNESIUM CHLORIDE SOLUTION TO BE APPLIED SUCH THAT
APPROXIMATELY 1.5 POUNDS OF DRY SOLIDS APPLIED PER
SQUARE YARD.

3. EARTH FILL MATERIAL TO MEET SECTION 3.6 OF COUNTY
STANDARDS & SPECIFICATIONS FOR DESIGN & CONSTRUCTION
DATED 9/22/97.
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